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ls:2758-1969

Indian Standard
SPECIFICATION FOR MILD STEEL POINT HOOKS FOR USE WITH WIRE ROPE THIMBLES
0. FOREWORD

0.1 This Indian Standard was adopted by the Indian Standards Institution on 7 March 1969, after the draft finalized by the Lifting Chains and Associated Fittings . and Components Sectional Committee had been approved by the Mechanical Engineering Division Council 0.2 Hooks form an important part of lifting gears extensively used for construction, erection and operation in industrial establishments and for material handling. 0.2.1 Eye hooks are generaliy used for low loads and the eyes may be designed for use with chain, shackle or lvith wire rope thimble. The hcok mav hc of circular cross-section or of trapezoidal section. The trapezoidal seciion specified here is the closest approximation to the theoretical op&num triangu!ar section and is preferred to the circular section hooks. 0.3 On ~count of the need for rciiability, it is recommended that supplies should be obtained from manufacturers possessing adequate faciiitics for heat treatment and testing equipmen t and employing competent staff for inspection. 0.4 Users are warned that the hook shall not be taken as complying with this standard unless the specified tests have been made and the test requirements obtained in the presence of a person representing or approved by the purchaser. 0.5 For normal conditions of USC, the maximum permissible load (safe working load ) shall not exceed the value given in Table 1. When the conditions of working are extremely hazardous or severe, the permissible load should be substantially less. 0.6 The information Appendix A. to be supplied with enquiry and order is given in

0.7 In the preparation of this standard assistance has been derived from B.S. 482 : 1958 `Wrought iron and mild steel hooks for cranes, slings, blocks and general engineering purposes ( excluding building operations ) ' issued by the British Standards Institution. 3

IS : 2758t 1969 0.8 For the purpose of deciding
\\hether a particular requirement of this standard is complied with, the final value, observed or calculated, csprcssing the result of a test or analysis, shall be rounded off in accordance with IS: 2-1960*. The number of significant places retained in the rounded off value should be the same as that of the specified. value in this standard.

1. SCOPE 1.1 This standard covers the requirements of mild steel point hooks with cyc for use with lvire rope thimbles conforming to IS : 2315-19637. 2. TERMINOLOGY 2.0 For the purpose of this standard,
2.1 Rating-The \Gthstand. maximum the following definitions shall apply. load which the hook shall in the such as

safe working

2.2 Proof Load - The load to \\.hich the hook shall be subjected finished condition ( see 9.2 ). 2.3 Processing - Any treatment as heat treatment and polishing. of the hook subsequent to forging,

2.4 Competent Person --A person who is approved such under the relevant statutory provisions. 3. TYPE AND

and declared

RATING
cross-section

3.1 The hooks shall be of trapezoidal
3.2 The hooks shall be rated according Table 1. 4. MATERIAL

( src figure in Table

1 ).

to the safe working

load given in

4.1 Mild steel point hooks with eye shall be made of material to grade 2 of IS : 1875-1966: or from material with equivalent
properties.

conforming mechanical the

4.2 If required by the purchaser. at the time of placing the order, manufacturer shall supply a copy of steel maker's cast analysis.
*Rules for rounding tSpccification SSpecification off numerical values ( reuisrd). ( m&d). for thimbles for wire ropes. for carbon steel billets, blooms and slabs for forgings

4
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5.1 The form and dimensions of hooks shall be in accordance with Table 5.2 Tolerances on Dimensions tolerances

1.

5.2.1 Tolerances on Drop-Forged Hooks-The hooks shall be as given in IS : 3469-1966*.

on drop-forged

5.2.2 Tolerances on Hand-Forged Hooks - Forged dimensions shall not be less than the values given in Table 1 and shall not exceed these by more than the following amounts: 30 percent on the radius and dimensions <. 8 percent on all other dimensions. C being a critical dimension, it is recommended possible to size. 6. RATING 6.1 The hooks Table 1. shall be rated according AND FINISH
:O

that it is as nearly

as

safe working load given in

7. WORKMANSHIP

7.1 The hooks shall be free from defects and shall be cleanly forged in such a manner that the microscopic flow lines follow the body outline of the hook. The finished hook shall be clean and free from coating of any description unless otherwise specified by the purchaser. The hook shall be free from any welding. 8. HEAT -TMENT to one of the followpurchaser and the within 50 deg above followed by cooling in a temperature within steel used, followed by

8.1 All hooks shall, before proof testing, be subjected ing heat treatment as agreed to between the manufacturer: a) Normalizing by heating to a temperature the upper critical point of the steel used, still air. b) Hardening and tempering *by heating to 50 deg above the upper crmcal point of the quenching in oil or water and tempering.

8.2 Details of the heat treatment which has been given to the hooks during manufacture shall be endorsed on the maker's test certificate. +Specificationfor tolerancesfor steel drop forgings,pressforgingsand forged ban 5
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410 291 147 190 166 147 237 207 115 110 118 458 325 164 212 185 164 264 231 128 123 131

51.6 366 185 239 209 185 298 261 144 139 148 107

94 194

578 410 207 267 234 207 333 292 161 155 166 120 106 217 104 87 75 81 83 126 52 21

ls:2758-1969 9. PROOF TESTING
machine shall conform to the requirements given in

9.1 The testing Appendix> B.

3.2 After heat treatment, the finished hooks shall be subjected to a proof load of twice the safe working load given in Table 1. Prior to the application of the proof load, each hook shall bear two centre punch marks at positions (I and b as shown in Fig. 1. The change in distance between a and b before applying proof load and after removal of proof load is the amount of permanent set and shall not exceed 0.25 percent of the initial After removal of the proof load and determination of the perdistance. manent set, each hook shall be thoroughly examined by a competent person and shall be accepted as complying with this standard only if found free from any flaw or defects. 9.3 In case proof load testing facilities are not available at the manufacturer's works, the manufacturer shall carry out such proof test at a recognised or approved test house at his cost.

Fm. 1

MARKING ON HOOK

10. DESTRUCTION

TEST
out of a lot of every 50 hooks and of the test load. In the event of

10.1 One sample hook shall be selected tested to destruction by the application
8

ls:2758-1969 a purchaser desiring destruction tests to be carried out when the lot size is less than 50; he should specXcally so state in his enquiry and order. The hook shall, at any load less than 5 times the safe working load, neither fracture nor so distort as to be incapable of retaining the load.

11. INSPECTION, CERTIFICATE

OF TEST ANT3 EXAMTNATION

11.1 The representative of the purchaser shall have access to the works of the manufacturer at all reasonable times for the purposes of inspecting hooks at any stage of manufacture and for the purpose of witnessmg the specified tests and inspecting the machine and methods of CXaIYli~tiOR. 11.2 The manufacturer shall` supply a certiftcate of test and examination in the `form shown in Appendix C with every supply of hooks. The certificate shall give the results of all tests made.
For the purpose of this standard, test certificate in Form V of the Indian Dock Labourers Regulation, 1948, is acceptable provided that it is endorsed in co1 2 by the manufacturer or supplier that the hooks comply in all respects with this standard and that it states the material of which the hooks are made, the details of heat treatment to which they have been subjected and the destructive test results. 12. MARKING in Fig. 1 as follows:

12.1 Qpality

MaIrking - Each hook shall be legibly marked as indicated

Normalized hook with the mark ` 3 `. Quenched and tempered hook with the mark ` 03 `. &a&be enclosed in a CircIe. The stamps shall be of the following sizes: Safe WorkingLoad of Hook S&
tOMCS

The mark

of Mark E 5 6.5

Up to and including 2 Over 2, up to and including 8 Over8

The stamps used shall have a concave surface and the indentation shall be neither too sharp nor of excessive depths. 121 Ident&Wiosl MarkingUnless o&e&se specified by the purchaser, each hook shaIl, after proof testing, be permanently and legibly stamped on a non-vital part ( su Fii. 1); with the safe ivorking Joad given in Table 1 and also with such individual marks or symbols as will allow identification with the manufacturer's certih&te of test and examination. 9
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123 BIS Certification Marking

The product may also be marked with Standard Mark. 121.2.1 The use of the Standard Mark is governed by the provisions of the Bureau of Indian Standards Act, 1986 and the Rules and Regulations made thereunder. The details of conditions under which the licence for the use of Standard Mark may be granted to manufacturers or producers may be obtained from the Bureau of Indian Standards.

APPENDIX
( Clause 0.6 >
INFOBMATION TO BE SUPPLIED ORDER

A

WITH

ENQUTBY

AND

The enquiry and order should state the following: a) Safe working load ( see TahIe 1 j,

b) Heat treatment required ( see 8 j, and
c) Further tests or chemical analysis required.

APPENDIX (Chse
REQ-

B 9.1)
MACHINE

OF TESTING

B-l. The machine shall be sufficiently accurate to take measurements within a tolerance of &5 percent of the proof load applied. B-2. Machines measuring the load by levers and weights or by pendulum shall be verified and adjusted as necessary by a competent independent person at intervals not greater than one year. For machines measuring the load other than by levers and weights or by pendulum, the interval shall be not greater than three months. The testing machine shall be balanced in the presence of the representative of the purchaser before the tests are made. B-8. A signed certificate of the last examination displayed adjacent to the machine. 10 shall be prominently
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PRO FORMA

C
OF TEST

FOR~~&~mTIF'&CATE

IhslTNG~-

DESCRIPTloN

Mmmuu

3Ei:

NUDER TI??ED

PIOO?
APPLIED
LOAD

LOAD

HZ&S

TWN TJIST on ml?. TEST
SmPrr

DESTRUC-

APPLI- SAFE EDlNIAC woRRlNc
LOAD
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(2)

(3?

t+)

(5)
tonnct

(6)
tonnes

(7)
tonnes

Panicuhn
cure

of bat

and methods

ofcding,

treatment

to which the

hooks have been subjected,

stating

tcmpcra-

are as follows

:

.. . ... . .. . ... .. .. . .. .. .. . .. ... .. . .. . . .. ... . .. ... .. .. . . ....*..-....................................................... . . . ... .. ..i....._.....................................................................~....~......................... We heicby certify that the hooks describe$ above, comply in all respects with IS : 27%1969 and that they were SubJected to the proof load and subsequently examined and passed by a competent person. Signature ...........................

Date .................................

11
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